
Carriage dimensions

Motor 

Tyre 

Brake 

wheelbase 

Charging time 

Damping 

1500*1000 (mm) 

800w/1000W 

Front:300-12 
rear:350-12 

foot brake 

1920mm 

7-10 hours 

Hydraulic shock absorber 

Controller 

Loading capacity 

Max.speed 

certifications 

body 

Driving type 

Climbing ability  

15/18tubes 

500kg 

30km/h 

CCC/ISO9001 

open 

Electric  

30degree 

Dimensions 3090*1190*1330(mm)

Rear compartment dimensions 1600*1100(mm)

Motor 1000W/1200W/1500W

voltage 60V

max speed 40-45KM/H

 wheel base 1985(mm)

Battery type  Lead-acid/lithium

Load 500kg

tyre  F:4.00-12 R:4.00-12

Charge input 

voltage

 220V/110V 

Drive type electric

320KG 

Carriage dimension 

Tyre Size 

Net Weight

Wheelbase

Brake

Controller

2000*1200(mm) 
front:325-16

 rear:400-12

350KG 

2300(mm )

footbrake

30tubes

Body Type

Driving Type

Loading Capacity

Max.Speed(fullload)

color

Power

open

Electric

600KG

300km/h

asyour request

1200W Brushless

Dimension 3625*1475*1200(mm) Carriage dimension 2200*1200(mm) 

Tyre Size 450-12 Body Type  open

Shock absorption 50 tube outer spring  Wheelbase 1040mm

Wheel track
front:1910mm
Rear:2810mm Driving Type  Electric

Brake foot brake Power (60/72v)1500/2000/2200w Brushless

Controller 30/36tubes Colour  as your request

Max.Speed(fulled) 35-40km/h  Loading Capacity 2 ton characteristic:

Dual rear axle dual motor/Double rear axle single motor Double Gear shifting device

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

3500*1360*1680(mm) 

1500W-3000w 

145vacuum 

Four-wheel disc brake 

70-130km 

7-10 hours 

Controller 

Battery 

Max.speed 

Drive way 

body 

Driving type 

24tubes 

Lead acid or lithium 

35-45km/h 

RWD 

closed 

Electric  

Dimension

Tyre Size

Net Weight

Brake

Max milege

Controller

Power

Battery

1550*700*1000(mm) 

300-8vacuum 

98KG

disc brake

70km

60/72V 800W

650w

60/72V 20AH

Body Type

Gross weight

Wheelbase

Packehing size

Maz.Speed(fullload)

Color

foldable

100kg

1100mm

1700*800*1100

28km/m

red/blue

Panel size 

Motor 

Charging time 

Brake 

wheelbase 

1800*900/2000*1000(mm) 

800w/1000W 

7-10 hours 

hand brake 

1300mm 

Controller 

Loading capacity 

Max.speed 

Driving type 

body 

15-18tubes 

500kg-1000kg 

20km/h 

Electric 

open 

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

Net weight 

Wheelbase 

2100*900*1000(mm) 

500W brushless 

300-10 vacuum 

Disc/drum brake 

50km 

7-10 hours 

150kg 

1500mm 

Controller 

color 

Max.speed 

damping 

body 

Driving type 

Loading capacity 

battery 

12tubes 

As your request 

30km/h 

Hydraulic damping 

open 

Electric  

250kg 

Lead acid or lithium 

dimension  3100*1250*1800mm Charging input voltage 220V

Package size 3200*1300*1000(mm)  Braking distanc  ≤5m 

Vehicle equipment quality 450kg rated crew 4 people 

maximum  speed 25-30km/h Vehicle load 500kg

 Front and rear wheelbas  855/955mm Wheelbase 2640mm

 maximum gradeabilit  30% Minimum turning radius 3.5m

 Minimum ground clearance 136mm Electric control Imported intelligent electric control

Battery 60V, 5 high-capacity dedicated batteries Motor 5KW American high efficiency motor

Charger Vehicle-mounted smart charger

Charging time：6-8 hours (discharge rate is 80%)

①. Transmission system：Stepless speed regulation system

②. Steering system：automatically adjusts rack and pinion steering gear

③. Front axle and suspension：Independent suspension + coil spring + cylinder hydraulic shock absorption

④. Rear axle and suspension: Integral full-floating rear axle, high-strength leaf spring, cylindrical hydraulic shock absorber

⑤. Braking system：Parking brake device

⑥. Tires：Vacuum 8 inch road tires

Package dimensions        1150*270*460mm

                      Package dimensions 1350*280*710mm

Package dimensions                      1350*280*710mm

Package dimensions      780*410*700mm

Package

Dimensions: 

Motor 

Tyre 

Driving type 

MOQ 

Climbing ability 

2350*980*1650(mm) 

1200W/1500W  

100/90-10 vacuum 

Electric 

1Piece 

15-20 degree 

Controller 

Charging time 

Max.speed 

warrsnty 

body 

battery 

18tubes/24tubes 

7-10 hours 

33-35km/h 

1 years 

open 

Lead acid or lithium 

Product performance: four seats ,one-button start ,LED lens headlights ,automobile double-tube 

    hydraulic shock absorption,in  dependent suspension, aluminum canopy, steering wheel type with

     power   steering, digital display LCD instrument, automobile rotating forward and reverse gear 

       switch

Dimensions: 

Motor 

Tyre 

Brake 

Driving distance 

Charging time 

2960*960*1700(mm) 

1200W/1500W 

100/90-10 vacuum 

Electric 

1Piece 

15-20 degree 

Controller 

Charging time 

Max.speed 

warrsnty 

body 

battery 

18tubes/24tubes 

7-10 hours 

33-35km/h 

1years 

open 

Lead acid or lithium 

Product performance: six seats, one-button start, LED lens headlights, automobile double-tube 

hydraulic shock absorption, independent suspension, aluminum canopy, steering wheel type with

power steering, digital display LCD instrument, automobile rotating forward and reverse gear switch
 

ddimension 3850*1250*1850mm  Charging input voltage 220V

Braking distanc  ≤5m  Vehicle equipment quality 600kg

rated crew 6 people  maximum travel spee  25-30km/h

Vehicle load 700kg  Front and rear wheelbas  855/955mm

Wheelbase 3140mm maximum gradeability  30%

Minimum turning radius 5m Minimum ground clearance 136mm

Electric control Imported intelligent electric control Battery
60V high-capacity maintenance-free 
special battery

Motor 5KW American high efficiency motor Charger Vehicle-mounted smart charger

Charging time：6-8 hours (discharge rate is 80%)

①. Transmission system：Stepless speed regulation system

②. Steering system：automatically adjusts rack and pinion steering gear

③. Front axle and suspension：Independent suspension + coil spring + cylinder hydraulic shock absorption

④. Rear axle and suspension: Integral full-floating rear axle, high-strength leaf spring, cylindrical hydraulic shock absorber

⑤. Braking system：Parking brake device

⑥. Tires：Vacuum 8 inch 6P road tire

Overall Size 132cm74cm*(79cm-89cm) Weight

Speed Highspeed/Low-speed switchable

High speed setting 5.0km/h(Forward)3.0km/h(Backward) Lowspeed setting

Max load capacity

Max climbing angle Slope 12(Maxload capacity:120kg Palletarea

Motor 250W/RBM: 80r/min

(Overcurent protection circuit) 
Brake system

Frame Lowcarbon steel Surface treatment

Front tire(2) 4.80/4.00-8(Pneumatic tire) Rear tire(2)

52kg(with battery,BUCKET)

160kg(120L)

3.5km/h(Forward)2.0km/h(Backward) 

(86cm-96cm)*(66cm-86cm)

Disk brake 

Powdered baking finish 

3.00-4(No flat tire)

Battery DC24V, 12A Electrolyte lead-acid 
storage battery(Encapsulated type) Power switch key (3)

Grip throttle speed adjustment Forward/Backward drive-shift switch Battery indicator

Rapid charging function  charging time 8 hours Charger    Input100V~240V/50-60HzoutputDC29V1.7A

Dimensions 

Number of passengers

Material

Voltage

Motor Power

Tire 

 Brake system

 Structural features

4300 x 1700 x 1680mm

 5

 integrated stamping

60V

2000W motor

175-70/13

four-wheel disc brake system

Integrated bridge

big tire thickened iron hub

 the whole car four central control door lock

 LCD HD display reversing image all-in-one

 Car Bluetooth system

 intelligent liquid crystal instrument(vehicle current, 

voltage, electricity, gear, speed, mileage all-round monitoring)

 Four-door electric lifting door and window system

 Knob shift

 Astern radar system

Dimensions

Motor

Tyre

Brake

Driving distance

Charging time

2450*1500*1650(mm)

1000W/1200W

400-10vacuum

drum brake

70-130km

7-10 hours

Controller

Battery

Max.speed

Drive way

body

Driving type

18tubes/24tubes

Lead acid or lithium

30km/h

RWD

closed

Electric 

Dimension：3300*1700*1680mm                                                                      Astern radar

Brake system：Increase the brake disc four disc brake                         Three-point seat belt

Voltage：60v                                                                                                              Interior atmosphere light

Motor Power：2000w                                                                                             Airplane type push and pull handle

Tyre Size：165/175vacuum                                                                                 12 stereo multimedia screen

Battery：Lithium/lead acid                                                                                  Four-door electric window

Number of passengers：5                                                                                   Voice interconnection

Dimension：4130*1360*1750mm                                              Voltage：60v

Carriage Dimension：2000*1300mm                                         Battery：Lithium/lead acid

Motor：1500w-3000w                                                                Charging time：7-10hours

Controller：24tubes                                                                     Driving distance：70-130KM

Tyre Size：145vacuum                                                                Max.speed：35-45km/h

Brake：Four-wheel disc brake                                                Drive way：RWD

Number of passengers：2                                                         Driving type：Electric

Carriage dimensions

Motor 

Tyre 

Brake 

wheelbase 

Charging time 

1500*1000 (mm) 

1200w 

Front:350-12  rear:375-12 

Front disc brake and rear drum brakes 

2100mm/2300mm 

7-10 hours 

Controller 

Loading capacity 

Max.speed 

Drive way 

body 

Driving type 

24tubes 

500kg 

30km/h 

RWD 

open 

Electric  

2900x1000x1800(mm) 

 

1300*900 (mm) 

Front disc brake and 
rear drum brakes 

375-12350-12

MODEL: ME400-270FBK

MODEL: ME500-219FBK MODEL: ME500-230FBK

MODEL: ME500-200FBK

MODEL: ME650-90DISE MODEL:ME1200-130DRUM

MODEL: ME3000-130DISC

MODEL: ME300-1500DISC MODEL: ME300-1000DISC

MODEL: ME400-4000DISE MODEL: ME2000-60DISE

MODEL: ME3000-130DISE MODEL: ME500-4000DISC

MODEL: ME2000-60DISC MODEL: ME3000-60DISC

MODEL: ME1500-35 MODEL: ME1500-35EB

MODEL: ME500-450 MODEL: ME600-700

MODEL:ME350-150DISC MODEL: ME1200-150DISC MODEL: ME100-14DISC

MODEL: ME100-350DISE
 

MODEL: ME150-350DISC

MODEL: ME90-650DISC MODEL: ME150-500DRUM MODEL: ME100-650DISC

MODEL: ME150-800FBK-A MODEL； ME150-800FBK-B

MODEL: ME150-600FBK-A MODEL: ME150-600FBK-B

MODEL: ME150-600FBK MODEL: ME200-1500DISC

MODEL: ME250-650FBK MODEL: ME250-500DISC

MODEL: ME400-700HBK MODEL: ME400-700HBK

MODEL: ME1000-1000HBK MODEL: ME160-250HBK

MODEL: ME500-1000FBK MODEL: ME24-1200FBK

MODEL: ME500-100DRUM MODEL: ME500-100DRUM

MODEL: ME600-1200FBK MODEL: ME600-1200FBK

MODEL: ME500-1000FBK MODEL: ME40-36FBK

MODEL: ME500-1000FBK MODEL: ME500-1500FBK

MODEL: ME500-1200DISC MODEL：ME500-1200DISC

MODEL: ME500-1000FBK MODEL: ME500-1000FBK

MODEL: ME250-650FBK MODEL: ME128-650FBK

MODEL: ME140-800DRUM MODEL: ME110-800DRUM

MODEL: ME60-2000

Product name: Electro-tricycle

Product name: Electro-tricycle

Product name: Electro-tricycle

Product name：

Product name: Electro-tricycle

Electric mobility scooter

Product name：Electric mobility scooter

Product name：Electric mobility scooter

Product name：Electric mobility scooter

Product name：Electric mobility scooter

Product name：Electric mobility scooter

Product name：

Product name：Electric mobility scooter

Electric scooter

Product name：Electric bike

Product name：Electric bike

Product name：Electric bike

Product name：Electric bike

Product name：Electric bike

Product name：Electric bike

Product name：Electric engineering vehicle

Prodect name：Electric engineering vehicle

Product name：Electric utility vehicle

Product name: Electro-tricycle

Product name: Electro-tricycle

Product name: Electro-tricycle

Product name：

Product name: Electro-tricycle

Electric carrier

Product name：Electric logistics vehicle

Product name：Electric garbage truck

Product name：Electric food delivery bike

Product name：Electric lift trolley


	页 1

